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Import Optical Systems from Zemax OpticStudio®



Abstract

Zemax OpticStudio® is a well-distributed
ray tracing software. VirtualLab Fusion
allows to import optical systems with full
3D position information and glasses from
Zemax OpticStudio®. After the import, the
structure data of the optical system will be
shown either as single surfaces, or can
be combined into components in
VirtualLab Fusion. One can perform ray
tracing simulation of the imported optical
system, and more importantly, field
tracing could be performed to further
analyze the system.




Pre-processing for Zemax Import

« Zemax OpticStudio® installation is
required in the user’'s PC (minimum o s
version 15.5 SP2). Coriran S5ems | ey Ty i
+ Avalid license for Zemax e
OpticStudio® is required (the dongle
needs to be plugged in). ’*"
* In the Global Options Dialog of
VirtualLab Fusion, please set the el
Path for Zemax OpticStudio® User
Data to the address where the ool [ [ ok | Comed
“Glasscat” folder from Zemax is
located.




Import Zemax OpticStudio® System

)
m
o

j New , Import to Numerical Data Amay §
=:["  Imports text and images into a Data Amay 3
= oen CJE Import Harmonic Feld Data from Bitmap Rle E
s P = Imports various image formats (BMP, JPG, PNG, TIF) i
| I Save CJE Import a Chromatic Felds Set from Bitmap Rle ;
5 Imports various image formats (BMP, JPG, PNG, TIF) E’
|w_E ! Save As - Import Harmonic Reld Data from Text b
o = Imports various text formats (ASCII, Field Information, PTF, Code W) ?
3
? ot , Import Old VirtualLab Files 5
: ¥ imports absolete VitualLab documents (CA, DGR, DIAGRAM, PWF, OPS, R?g
>
Export N Import optiSLang Results }
j " ;,-_,1 ¥ Imports an Optical Setup and the associated parameters optimized by |:||:-1iSL;1
. o ] K

I i 23] Import "Zemax OpticStudio® Lens Fle
w Global Options Imports optical setups from Femax OpticStudio® {
e Online Hel Import "Zemax OpticStudic®' Beam Rle i
\,__/I rine nep Importz beam files in binary format from “Zemax Optic Studio® 7
3

B e

E
7
5
vwmvﬂumwumﬂuﬂw

In VirtualLab Fusion, Zemax
OpticStudio® files can be imported via
the following steps:

* File = Import =» Import Zemax
OpticStudio® System
* Then open the Zemax system

sample file with “.ZMX” extension,
which contains the structure data.

 Alternatively, you may drag and
drop the Zemax file into VirtualLab
and perform the import.




Import Zemax OpticStudio® System

« Every interface in Zemax OpticStudio® data
corresponds to a Single Interface Components in
VirtualLab Fusion.

 If the system to be imported contains more than one
Interfaces, a popup window appears during the
Import and asks if the interfaces shall be combined
as Optical Interface Sequence (OIS) Component.

Combination of Components

Interface Sequence Component(s)?

Yes

o Do you want to combine the Single Interface Components to Optical

Mo




Import Zemax OpticStudio® System

» By default, VirtualLab Fusion will
suggest combining the interfaces
between the coordinate breaks into
single OIS component, as they
usually are in reality.

* The coordinate information will be
automatically translated during the
Import, and the imported optical
setup in VirtualLab Fusion shall
contain the correct positioning
iInformation.

Combine Components
Please choose the components to be combined. Combination
(Grouped colors mark combinable components, resp.) Info...
Index and Name of Component | Combine? Combination
#1: Surface #1
#2: Surface #2 #1-#3
#3: Surface #3
#4: Surface #5
H4-#5
#5: Surface #6
#6: Surface #8
#e-H7
HT: Surface #5
#8: Surface #11
E2-#9
#9: Surface #12
#10: Surface #14
#10- #11
#11: Surface #15
#12: Surface #17
Hl2-#13
#13: Surface #18
#14: Surface #20
#14-#15
Corcel | Help

X

w




Construct the Optical System

« After combining the interfaces, the original optical system
from Zemax OpticStudio® is shown as several OIS
components in the optical setup in VirtualLab Fusion.

« A default Plane Wave source is used, with its spectrum
Initialized according to the wavelengths from Zemax
OpticStudio®file, and with its size defined according to the

e ntran Ce p u p I I d I al I l ete r. =] 14: Light Path View (C:\Yang\....\Feature.0003_Import Zemax Optical System 02 ImportedSystem.lpd #13) e e
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* The Zemax sample file used in this use case is downloaded from Zemax Knowledgebase
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Simulation Result — 3D Ray Tracing

« We begin with the ray tracing system analyzer, and the obtained results in
VirtualLab and Zemax OpticStudio® are comparable.

VirtualLab Fusion Zemax OpticStudio®

| 88.079237 mm | LZ

1 200 mm




Simulation Result — 2D Ray Tracing

« Then, by running the ray tracing simulation, the result obtained in VirtualLab
IS also in accordance with the result of Zemax OpticStudio®.
OBJ: 0.0000 (deg)
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mulation Result — Field Tracing

To include also field information and additional propagation effects (like
diffraction) you may simply switch to the Field Tracing Engine in VirtualLab

Fusion.

| zoomed view in
central region
(false color display)

16.786 mm

1=
-
-
-
-

intensity distribution
calculated in
VirtualLab Fusion
(real-color display)

Diffraction is included
in the simulation.
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